Production of Banner material/graphic panels

BannerUp -

BannerUp Plus

Information for the graphic panel producer

BannerUp Original

] ]
Plus 88 100 120 150
Full height, 3 pole sections Width 88 cm 100 cm 120 cm 150 em Full height, 3 pole sections
Weight of cassette 5 kg 6 kg 7 kg 8kg
Visible banner height: Cassette dimensions 14x11x89 cm [14x11x101 cm|14x11x121 cm|14x11x151 cm Visible banner height:
06 cm Standard height : 196 cm
With extension pole, 19 cm, item 89255 = 225 cm. Visible print height 206 cm 206 cm 206 cm 206 cm With extension pole, 19 cm, item 89255 = 215 cm.
With extension pole, 38 cm, item 89256 = 244 cm. Full height 212 cm 212 cm 212 cm 212 cm With extension pole, 38 cm, item 89256 = 234 cm.
With extension pole/s,
19 cm, 89255
Visible print height 225 cm 225 cm 225 cm 225 cm
Full height 231 cm 231 cm 231 cm 231 cm
With extension pole/s,
38 cm, 89256
Visible print height 244 cm 244 cm 244 cm 244 cm
Full height 250 cm 250 cm 250 cm 250 cm
Original 88 100 120 150
Width 88 cm 100 cm 120 cm 150 cm
Weight of cassette 6 kg 7kg 9 kg 11 kg
Cassette dimensions 11x10x89 cm |11x10x101 cm|11x10x121 cm|11x10x151 cm
Standard height
Visible print height 196 cm 196 cm 196 cm 196 cm
Full height 207 cm 207 cm 207 cm 207 cm
With extension pole/s,
19 cm, 89255
Visible print height 215cm 215cm 215cm 215cm
Full height 226 cm 226 cm 226 cm 226 cm
With extension pole/s,
38 cm, 89256
Visible print height 234 cm 234 cm 234 cm 234 cm
Additional print: 4 cm Full height 245 cm 245 cm 245 cm 245 cm Additional print: 4 cm

(unprinted): 30 cm (unprinted): 30 cm

Recommended maximum thickness of material: 0,45 mm
The material should be supple enough to easily roll around the roller.

SnapUp - Information for the graphic panel producer

‘ Extra banner material ‘

The banner material can be vinyl, fabric, double sided laminated paper etc. ‘ Extra banner material ‘

The overall SnapUp graphic consists of a number of separate graphic panels as follows:

A o Structure 4x3 = 4 centre panels + 2 end panels (for a double sided model add 4 rear panels)
— ] Structure 3x3 = 3 centre panels + 2 end panels (for a double sided model add 3 rear panels)
Structure 2x3 = 2 centre panels + 2 end panels (for a double sided model add 2 rear panels)
Structure 2x2 = 2 centre panels + 2 end panels (for a double sided model add 2 rear panels)
Structure 1x3 = 1 centre panel + 2 end panels (for a double sided model add 1 rear panel)
The size of each panel for the different SnapUp models is as follows:
FRONT CENTRE PANELS END PANELS REAR CENTRE PANELS*
C Mp1curved 2175 2255 400/500 2175 2255 2175 2255
MP 2 curved 673 2145 2225 673 2145 2225 800 2145 2225
MP 2 straight 728 2145 2225 673 2145 2225 728 2145 2225
MP 2 Value, 2x2 1000 2145 2225 673 2145 2225 1245 2145 2225
MP 2 tower 691 2145 2225 — — — — — —
MP 2 Mini counter 328 1005 — 460 1005 — — — —
MP 2 Literature rack
L 1x3 328 1005 — 460 1005 — — — —
I 4 328 | 1335 | — 460 | 1335 | — — — —
MP 2 Reception desk| 2480 870 — — — — — — —
Hard case/Counter 2030 800 — — — — — — —

* Only for double sided model
The printed graphic panels must be laminated before use.
The following materials can be used (recommendation only):

Front side — Centre and end panels: 150 microns (0,150 mm) "deep crystal"
Reverse side - Centre panels: 220-250 microns (0,220 - 0,250 mm) "stop light"
Reverse side - End panels: 115-125 microns (0,115 - 0,125 mm) "stop light"
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